AUTOMATION

BMS & HAS

Building Management & Home
Automation System

There are several options available to connect
Weathermaster Automated Blinds to a Building
Management System (BMS) or Home Automation
System (HAS).

Integration to BMS using LS40 or LT50
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Intergration to BMS using LS40 or LT50

Option 2
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AUTOMATION

BMS & HAS

Integration to BMS using Altus motors ¢ One transmitter for each command required

Option 3 e Transmission range 30m in open space

Busline Transmitter (single channel) e Dimensions: 80 (h) x 80 (w) x 18 (d) (surface mount)

® Requires 240V power supply e Dimensions: 80 (h) x 80 (w) x 45 (d) (flush mount)

* Converts dry contact closure to Radio frequency IMPORTANT: Do not activate more than 1 transmitter at a time.

¢ Dry contact impulse switching (impulse contact closure of 5 Activation of multiple transmitters simultaneously will result in
seconds minimum) radio interference and motors will not operate.

e Contact between common and up or common and down to
activate motor

e Simultaneous contact between a common up and down to create

a stop
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AUTOMATION

CONTROLS, SWITCHES & REMOTES

Wall Mounted Controls

Somfy’s wall mounted controls combine functionality with style. They allow individual control of a Blind, Awning or Roller Shade, several
applications simultaneously (group control), or all at once, as a master control switch.

Wall switches are available hardwired or, for complete ease of installation, using Somfy’s innovative wireless RTS technology.

@
®
©

Inis Centralis Situo
Individual control Individual, group and Individual and
(single or dual switch). master control. group control.

Intelligent Controls
Want to control your Blinds and Roller Shades without lifting a finger? Somfy’s timer controls can remember pre-programmed times you
would like your Blinds and Shades to open and close. You don’t even need to be home!

Memoris Chronis

The Memoris can The Chronis remembers
remember one up one up and one down
and one down command per day,
command per day, allowing different times
reproducing these on different days. It can
actions every 24 hours. also simulate your

presence whilst on
holiday, aiding in
protecting your home.
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AUTOMATION

CONTROLS, SWITCHES & REMOTES

Remote Controls

Our new remote controls have been designed with flair, and come
in a range of colours to suit every décor! The remotes also come
with a convenient wall hanging option.

All remotes feature our new ‘MY’ button, allowing you to move
your Blinds, Awnings and Roller Shades to your favourite position
with the simple touch of a button!

Q |
$ $

With a range of 200 meters in open space, or 20 meters through 2
reinforced concrete walls, you can operate your Blinds, Awnings or
Roller Shades from anywhere in the house or yard.

For added convenience, all models come with either 1 or 4
channels. The Telis Pure and Telis Patio also come in Telis Soliris
models, allowing you to turn off the automatic sun function.

Telis Silver

The flexibility,
convenience and
style of the Telis
Silver is perfect for

Telis Patio

The shock proof
and splash proof
qualities of the
Telis Patio make it

Telis Lounge
The sleek black
exterior of the
Telis Lounge is
designed to

Telis Pure

The clean, simple
design of the Telis
Pure is the perfect
compliment to

Keytis

The convenience
of a Telis remote
designed
especially for a

contemporary ideal for outdoors compliment any any décor. keyring.
interiors. and general sophisticated

family use. interior.
Sensors temperature of your home - even while you are at work, while

Making sun protection for your family and your home incredibly
simple, Somfy’s range of sensors are designed to provide
automatic protection for your home when it needs it the most.
Our sun sensors will extend your Awning, or close your Blinds,
Roller Shades and external Venetian Blinds when the sun reaches
a pre-set intensity. As soon as the sun disappears, the Awning
retracts and everything opens! The sun sensors regulate the

also protecting your furniture from fading due to sun exposure.

Somfy’s wind sensors protect the products that protect you! When
the wind reaches a pre-determined strength, the sensor will
retract your awning or sun screen to help prevent damage.

We also offer rain sensors, which will retract your awning when
raining to prevent water damage.
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AUTOMATION

CONTROLS, SWITCHES & REMOTES

Commonly used components

INDIVIDUAL AND MASTER
CONTROL OR MULTIPLE

CONTROL

CENTRALIS UNO IB -30.1810208
The Centralis Uno IB enables the
individual control of a motor

or a group of motors using the
integrated push buttons. Master
control is possible via a bus

line, providing that the selector

INDIVIDUAL AND MASTER
CONTROL OR MULTIPLE

CONTROL

CENTRALIS IB - 30.1810094

The centralis IB is a master
control for a BUS line. A switch
at the back of the Centralis IB
enables it to be configured for
compatibility with Centralis Uno
IB or CD4, SL8000Nn and ML8000.

switch is in the 'auto' position. It is not possible to have a
combination of Centralis uno IB
and CD4 or SL8000n or ML8000
on the same installation.

AUTOMATIC TIMER

CONTROL RT TRANSMITTERS
CHRONIS RTS - 30.1805040 | i CENTRALIS RTS - 30.1810090
Battery: AAA batteries Transmission range: 200m in free

space and 20m with 2 reinforced
concrete walls in between.
Somfy rolling code (SRC) for
extra security: Yes
Compatible with: LT50 RTS,
Centralis indoor receiver RTS
30.1810096, Centralis outdoor
receiver RTS 30.1810005,
Centralis Uno RTS 30.1810217
and Eolis receiver RTS
30.1816027.

Somfy rolling code (SRC) for
extra security: Yes

Compatible with: LT50RTS,
Centralis indoor receiver

RTS 30.1810096, Centralis
outdoor receiver

RTS 1810005 and Centralis Uno
RTS 1810217

RTS 25 DC - 30.1870007

The new RTS 25 DC is a radio receiver designed to operate
with Concept 25 and LT28 motors. It is compatible with all RTS
transmitters and can be used with all lift/tilt and lift only blind
applications. The RTS 25 DC can be discreetly mounted in a
25 x 25mm venetian blind headrail with the relevant headrail
adaptors or, if there is limited space, can be mounted outside the
headrail with mounting brackets. There is no need for line of sight
between the receiver and transmitter, so the RTS 25 DC can be
conveniently mounted out of sight. The RTS 25 DC also offers up
to 2 intermediate positions.

Size: 100m long 24 x 24mm
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