








WHISPER® SHADES

FABRICS

Fabric Range
WHISPER® Shades are available in a range of translucencies:

WHISPER® Shades are available in 10mm
and 20mm pleat sizes.

Blockout Fabrics: Translucent Fabrics:
Nightfall 10mm Classic 10mm
Midnight 20mm Symphony 20mm



WHISPER®* SHADES

SIZE LIMITATIONS

Size Limitations Classic Nightfall Symphony  Midnight Sheer
STANDARD  Minimum Width (mm) 300 300 300 300
Rectangular Maximum Width (mm) 3600 3610 3610 3160 Standard Rectangular
Minimum Drop (mm) 300 300 300 300 Rail Dimensions
Maximum Drop (mm) 3600 3600 3600 3600
Maximum Area (sqm) 6 4.4 5.7 3.8 48 mm
Top Down Minimum Width (mm) 300 300 300 300 16 T ]
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ULTRAGLIDE® Minimum Width (mm) 300 300 ULTRAGLIDE®
Bottom U Maximum Width (mm 2440 2440 A .
P (mm) Rail Dimensions . >*mm
Minimum Drop (mm) 300 300 W
i 35mm E {
Maximum Drop (mm) 3040 3040 ~ IL
; L ;
Maximum Area (sqm) 5.9 4 E | | o
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ULTRAGLIDE® Minimum Width (mm) TDBU 460 460 mil, 7
P <
Minimum Width (mm) TD 300 300 W ‘x._
Top Down/  Maximum Width (mm) 1960 1960 hewr L e i
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and Maximum Drop (mm) 3040 3040 L
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Top Down Maximum Area (sqm) T4.4 3.4 mm f f! mm .L =02
Duo-lite 1.9 per panel “32mm T agmm
SKYLIGHT Minimum Width (mm) 300 300 300 300
Pole Operation Maximum Width (mm) 2600 2600 1610 1610
Minimum Drop (mm) 300 300 300 300
Maximum Drop (mm) 2600 2100 2500 2100
Maximum Area (sqm) 4 3.2 4 3.2
POWERRISE ~ Minimum Width (mm) 485 485 485 485
Maximum Width (mm) 3600 3600 3600 3600
Minimum Drop (mm) 300 300 300 300
Maximum Drop (mm) 2440 2440 2440 2440
Fixed Shapes Full
Arch - Fixed Circle
Fanned Frame
Cells
SHAPES Minimum Width (mm) 300 300
Maximum Width (mm) 2130 2000 1725
Minimum Drop (mm) 1065 300
Maximum Drop (mm) 1065 1600 1725

Note: Perfect arches are where height or drop is exactly one half the width.
Imperfect arches must not have a height less than 30% of the ordered width
(e.g. width 600mm, height min 180mm).



WHISPER® SHADES

SPECIFICATION

Typical Installation (Classic Bottom-Up Cordlock operation)

Face Fit

15mm flat surface for sill hung min.
hold-down brackets if required

Recess Fit

15mm|
min.
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@ Fire Retardant
[AS 1530.3.1999]

Complies with the General and Special Requirements of WHISPER® Fabric Specifications
the Building Code of Australia for Fire Hazard properties of Classic

materials in buildings, Class 1-9, as at the time of publication

of this brochure.
Classic, Nightfall

light filtering, coloured face with white backing.

15mm flat surface for sill hung _

hold-down brackets if required

10mm pleats, 100% anti-static spun-bonded polyester yarn,

Nightfall
Ignitability Index [R 0-20 0
Sgnl adl |f);:|n exl[dang::; ]0 10 0 10mm pleats, 100% anti-static spun-bonded polyester yarn
pread of Flame Index [Range 0-10] with reflective metallic lining, blockout, coloured face with
Heat Evolved Index [Range 0-10] 0 white backing.
Smoke Developed Index [Range 0-10] 0-1

Specification Template

Product Name

WHISPER® Shades

Material The honeycomb cell material description is made from an anti-static 100% spun-bonded polyester yarn.
10mm Nightfall and 20mm Midnight fabrics also contain a metallised film core.
Cell Width The honeycomb shape shall have a cell width of 10mm/20mm.
Rails The head and bottom rails shall be fabricated from aluminium which are colour co-ordinated with
the fabric.
Operation The Shades shall be:
¢ Standard Rectangular e Standard Rectangular - Duo-Lite
¢ Standard Rectangular - Top Down Bottom Up e ULTRAGLIDE® - Duo-Lite
o ULTRAGLIDE® * Skylight
e ULTRAGLIDE® - Top Down/Bottom Up  Fixed Shapes
* PowerRise
e Arch
Colour The fabric colour is supplied with co-ordinated hardware.




WHISPER®* SHADES

1O0MM WHISPER®* ENERGY EFFICIENCY RATING

It's the unique honeycomb cellular
structure of WHISPER® Shades that
makes them so special. Every cell traps
the heat that would normally stream
through your windows, insulating
them against the harsh heat of the
summer sun and effectively reducing
heat loss in winter. Whatever the
season, you can make savings on
your energy bills and relax at a
comfortable room temperature. In
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addition to WHISPER® Classic 10mm
Shades there is the WHISPER® Nightfall
range, featuring a metallised backing
for light blockout as well as added
installation.

WHISPER® Shades look so light and
silky because they are made from soft
spun bonded polyester fabric. But
don’t be deceived by appearances,
WHISPER® Shades are practical and
hard wearing. The fabric is surprisingly
tough and will retain its shape and
colour even when immersed in warm
water. This makes it easy to remove
most common accidental household
blemishes, and the anti-static coating
practically eliminates the chore

of dusting.

WHISPER® Shades look fabulous from
the inside as well as the outside of
your home. From the inside you have
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10mm Nightfall

40000 90644 blockout ¢6066 ¢600¢

Fire Retardancy Index*

a choice of fashion colours to match
your mood and decor of your home,
whilst the outside presents a

uniform white.

To obtain a clean uncluttered

look WHISPER® Shades are colour
co-ordinated with only the main
control cord exposed. The concealed
lifting cords within the blind itself and
the minimal stacking height ensures a
visual effect that is nothing short

of magical.

Even for large feature windows
WHISPER® Shades provide a stunning
sweep of colour, with no overlaps and
seams to ruin the effect.

WHISPER® Shades are ideal for
skylights and can be tailor-made

to fit semi-circular and angled

feature windows.

Colour Ignitability Index  Spread of Flame Heat Evolved ~ Smoke Developed
(0-20) Index (0-10) Index (0-10) Index (0-10)
10mm Classic 0 0 0 0-1
10mm Nightfall 0 0 0 0-1
SOLAR OPTICAL PROPERTIES (ASTM E 424-1971)
Heat Properties  Visible Light Properties Control
TS RS AS TL RL AL TUV SC R1
10mm Classic 30 57 13 22 42 36 1 0.43 0.50
10mm Nightfall 0 55 45 0 39 61 0 0.37 0.55

Comfort Rating™
446646 Highest level of protection/

performance

4044 High level of
protection/performance

646 Medium level of protection/
performance

2 24 Low level of protection/
performance

* No protection

lowest protection/
performance

®;
I

highest protection/
performance

Heat Protection

Insulation

Shade Factor

Glare Reduction

%IC Gl

UV Protection

Solar Optical Properties:

As - Heat Absorbance (%)
Rs - Heat Reflectance (%)
Ts - Heat Transmittance (%)
Al - Light Absorbance (%)
RI - Light Reflectance (%)
Tl - Light Transmittance (%)
SC - Shading Coefficient

R1 - R-Value single glazing
R2 - R-Value double glazing



WHISPER® SHADES

20MM WHISPER® ENERGY EFFICIENCY RATING

The distinctive honeycomb cells of the
WHISPER® fabrics trap air creating air
pockets that act as an insulator making
WHISPER® Shades highly energy
efficient. A white heat reflective fabric
is used on the window side of the cell
structure to reflect solar heat and aid
the insulation process. Whether you
want a soft filtering effect or complete

COMFORT RATING™* :‘1} E|
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20mm Symphony 46000

4000 *6 *6

control of the sun, there is a WHISPER®
fabric and operating system to meet
your needs.

Standard Cord Lock

Shade stacks at the top of a slim
headrail for a simple traditional look.
Cords can be neatly secured around
cord cleats when the shade is raised.
Ultraglide® Shades

Revolutionary operating system for
smooth, effortless operation including
self lowering. The cord length remains
the same whether the shade is raised
or lowered.

PowerRise Shades

Effortless battery operated remote
control that's perfect for to hard to
reach windows.

EasyRise Shades

Continuous cord loop operation to
easily raise or lower large shades.
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20mm Midnight

90600 4000646 blockout 60666 ¢600¢

SOLAR OPTICAL PROPERTIES (AST™ E 424-1971)
Heat Properties
TS RS AS
20mm Symphony = 28 59 13

Visible Light Properties

Control

TL RL AL TUV SC R1
21 44 35 1 0.41 0.42

20mm Midnight 0 61 39

0 46 54 0 0.33 0.52

Comfort Rating™:

66640 Highest level of protection/
performance

High level of
protection/performance
*00 Medium level of protection/

122 24

performance

* Low level of protection/
performance

* No protection

20mm Symphony
The 20mm
translucent

Symphony fabric
gently filters
light entering the
~ room, whilst still
maintaining privacy and protecting your
furniture from the sun’s harmful rays.

20mm Midnight
20mm Midnight
is a true blockout
fabric. The
metallised lining
of the opaque
20mm Midnight
range provides you with the ultimate in
privacy and energy efficiency.

Solar Optical Properties:

lowest protection/
performance

highest protection/
performance

Heat Protection

a|: Insulation

Shade Factor

Glare Reduction

&I

UV Protection

As - Heat Absorbance (%)
Rs - Heat Reflectance (%)
Ts - Heat Transmittance (%)
Al - Light Absorbance (%)
RI - Light Reflectance (%)

Tl - Light Transmittance (%)
SC - Shading Coefficient

R1 - R-Value single glazing
R2 - R-Value double glazing



